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https://eref.se.com/ecat/browse.do?conf=eref&ctg=&dist_Id=efo&el_typ=product&prd_id=INS40550&scp_id=NO_no&tab=0
https://eref.se.com/ecat/browse.do?conf=eref&dist_Id=efo&el_typ=product&prd_id=INS40550&scp_id=NO_no&tab=1
https://eref.se.com/ecat/browse.do?conf=eref&dist_Id=efo&el_typ=tool&prd_id=INS40550&scp_id=NO_no
http://www.ops-ecat.schneider-electric.com/ecat/downloadPdf.do?conf=eref&dist_Id=efo&prd_id=INS40550&scp_id=NO_no


 Teknisk informasjon

Produktspekter OptiLine 50 

Product type Gulvgjennomføring 

Installasjonssystem Servicestender 
Serviceboks 

Quantity package 1 / unit 1 del 

Komplementær

Product material Zinc chromium plated 

Diameter 147 mm 

Høyde 38 mm 

Miljø

Operating temperature −25…60 °C 

IP-grad IP44 

Packing Units

Enhetstype forpakning 1 PCE 

Antall enheter forpakning 1 1 

Forpakning 1 vekt 917 g 

Forpakning 1 høyde 7 cm 

Forpakning 1 bredde 17 cm 

Forpakning 1 lengde 16,5 cm 

Enhetstype forpakning 2 S03 

Antall enheter forpakning 2 10 

Forpakning 2 vekt 9,696 kg 

Forpakning 2 høyde 30 cm 

Forpakning 2 bredde 30 cm 

Forpakning 2 lengde 40 cm 

Offer Sustainability

EU RoHS-direktiv Proaktivt i samsvar (Produktet inngår ikke i EUs
RoHS direktivet) 

 EU RoHS-erklæring 

Fri for giftige tungmetaller Ja 

Kvikksølvfri Ja 

Informasjon om RoHS-unntak
 Ja 

Kinas RoHS-forskrift
 Kinas RoHS–erklæring 

Miljøinformasjon
 Produktmiljøprofil 

Contractual warranty

Garanti 18 months 
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https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=15141695&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=15141695&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=15141695&lang=no
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP101022EN

