
www.hidealite.com

SCOUT G2 SIGN
Scout G2 sign is the perfect lighting solution for quick and easy installation, with the 
arm, connection box and luminaire all together. Makes it easier to illuminate signs 
and facades. With Scout G2 Sign 50 XS you can easily change the output with DIP-
Switch. The luminaires come complete with arm, with connection box included and 
accompanying openable terminals. The luminaire and sign extension arm can be fitted 
on the mounting plate for increased stability. Scout G2 Sign 50 XS is supplied with a 
50cm arm. Scout G2 Sign 100 S is supplied with a 100cm arm.

Easily installed sign extension arm with connection box and luminaire in one

80x150° assymetric light distribution

Scout G2 XS can be adjusted to lower lumen output and effect with DIP-
Switch Power

Comes complete with 0,5m or 1m arm with connection box and openable 
terminal
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Eltjänst skylt 4st Scout G2 XS 10W Arm 0,5m asym 45grader tilt / Extruderad volym / 

Yta 4 / Gråskalor (E)

Skala 1 : 50
Ytans läge i ytterscenen:
Markerad punkt:
(20.100 m, 29.598 m, 4.000 m) 

Rutsystem: 128 x 32 Punkter 

Emed [lx] Emin [lx] Emax [lx] Emin / Emed Emin / Emax

279 55 731 0.198 0.075
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Sign with four Scout G2 Sign 50cm XS
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GTIN Type Colour Temperature Luminaire Lumen Beam Angle Power Luminaire Luminaire efficiency
7392971146157 Scout G2 Sign 50 XS 4000K 1500-4250lm 80x150° 10-30W 142lm/W

7392971146164 Scout G2 Sign 100 S 4000K 7100lm 80x150° 50W 142lm/W
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Scout G2 XS Sign extension arm 50cmScout G2 S Sign extension arm 100cm
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